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PCDC wind-cooling self-cleaning electro-magnetic separator
Product Introduction:

Rely on the PCDA, the PCDC adds the driver motor, roller, self-cleaning belt and so on. It features
with high magnetic force and attraction, no need of power-off to clean the iron. It is used in coal
mineral, port, thermal power-generation, building material and so on.
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Technical Parameters
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RCDC5 | 500 | 150 | 100 | 12 | 60 |15 1080 (1)3 956 702 705 ég
RCDC-6 66%((’)/ 180 | 120 | 2 | 60 |15 1350 (2)8 % %1 800 ;(1)
RCDC65 | 650 | 200 | 150 | 3 | 70 |22 1550 S(l) %g %2 %8 ég
RCDC8 | 800 | 250 | 200 | 4 | 70 |22 2160 (2)3 ;g 806 ;g cl,g
— . 261788 [12] 15

s s
RCDC12  |1200 | 350 | 300 | & | 70 |30 4150 21 o015 1 oe | oo
RCDC-14  |1400 | 400 | 350 | 12 | 71 |40 5500 gg 38 ;g %2 ég
RCDC-16 |1600 | 450 | 400 | 14 | 71 |40 6900 gg 3(2) ;g %ﬁ Sg
RCDC-18 | 1800 | 500 | 450 | 20 | 73 |55 8900 gg gg écl) éé gg
RCDC20 |2000 | 500 | 500 | 30 | 73 |55 10050 gg gg 33 35 3(1)
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